Series
21915A-XX

Long Range
Shut-Off Gun
Assembly

OPERATING CONDITIONS

u.s
Maximum Flow: 10.5 GPM
Rated Pressure: 3200 PSI
Permissible Pressure: 3650 PSI
Maximum Temp.: 195 °F
Inlet Port:
Weight: 5 Ibs.

METRIC
(40 L/min)
(220 Bar)
(250 Bar)
(90 °C)
3/8” BSP
(2.26 kg)

943,837,16]"

522,8[20,58]"

200,4 [7,89]"

A\

- -
Performance Under Pressure
900 N. Westwood Ave.

Toledo, OH 43607

419-531-4600

419-531-6836 (f)
www.giantpumps.com

©2026 Giant Industries, Inc.

o

185.2[7,29]"

¥

WARNING: This product might contain a chemical known to the State of California to
cause cancer, and birth defects or other reproductive harm.
For more information go to www.P65Warnings.ca.gov
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21915A-XX Exploded View and Parts List

Parts List
Item Part# Description Qty Item Part# Description Qty
1 21912-25 SS Nozzle 1 22 04046 Front Plug 1
2 03668 O-Ring 1 23 04045 Back-Up Ring 1
3 03805 Nozzle Holder 1 24 04044 O-Ring 1
4 03806 O-Ring 1 25 03105 Piston 1
5 03807 Nozzle Protection 1 26 04709 O-Ring for 27 1
6 03808 Injector Coupler 1 27 03824 Seat & O-Ring 1
7 03809 O-Ring 2 28 08727 Ball 1
8 03810 SS Tube, 14.3” 1 29 03112 Spring 1
9 03811 SS Tube, 14.7” 1 30 08754 O-Ring 1
10 03812 Brass Frame 1 31 03825 Inlet Housing 1
11 03813 Screw 2 32 03826 Casing Kit & Screws 1
12 03814 Countersunk Washer 2 34 08604 Self Tapping Screw 7
13 03815 O-Ring 2 35 03099 Parallel Pin, 4x29mm 1
14 03816 Hollow Shaft 1 36 03098 Parallel Pin, 4x20mm 1
15 03817 Coupling 1 37 03102 Parallel Pin, 4x13mm 1
16 03818 Trigger 1 38 03097 Parallel Pin, 5x22mm 1
17 03819 Insulated Grip 1 39 03096 Parallel Pin, 5x33mm 1
18 03820 Parallel Pin 1 40 03103 Trigger 1
19 03821 Tube, 14.6” 1 41 03827 Safety Latch 1
20 03822 Gun Outlet Adapter 1 42 03100 Connecting Rod 1
21 03823 Housing 1 43 03101 Connecting Rod 1




