Rotary

Series Drain Cleaning
21 925'08 Nozzle

Features: Common Specifications:
+ Stainless Steel interchangeable nozzles * Rated Pressure: 4350 (300 bar)
» Anti-clockwise rotating + Rated Temperature: 320 °F (160 °C)
* Rotates on bronze bushing * Material: Stainless Steel
034,7[1,37]"

NR.2 M6 ORIFICES AT 180° FOR
SST INTERCHANGEABLE NOZZLES
FOR ROTATION

23.9[0,94]"

NR.2 Mé ORIFICES AT 180° FOR
SST INTERCHANGEABLE NOZZLES
FOR SLOWING DOWN

71,3 2,81]"
7500,3]"

27,7[1,09]"

NR.6 M6 ORIFICES AT 180° FOR
SST INTERCHANGEABLE NOZZLES
FOR THRUST

S A
B
1/2” BSP

037,5[1,48]"

PIN Flow A B C
GPM (L/min)
21925-08-21| 21.1(79.7) | @15 (0.06") | @1(0.04") |@1.5(0.06"
21925-08-31| 31.1(117.8) | @1.8 (0.07") [@1.25 (0.05")| @2 (0.08")

P/N Flow No. of Ports Inlet Weight
GPM (L/min)
21925-08-21 | 21.1(79.7) 10 1/2" BSP | 11.5 0z. (327 g)
21925-08-21| 31.1 (117.8) 10 1/2" BSP | 11.6 oz. (330 g)
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