
Model
17673 

High Pressure 
Gun Assembly

OPERATING SPECIFICATIONS
	 U.S. 	 Metric	
Max. Flow:	 52.8 GPM	 200 L/min
Rated Pressure:	 2900 PSI 	 200 Bar 
Max.Temp.:	 212o F	 100o C
Inlet Port:		  3/4" BSP
Weight:

NOTE:  The gun has been deisned for continuous use at a 
water temperature of 140o F (60o C). It can only operate at 
212o F (100o C) for short periods of time.

ASSEMBLY PARTS LIST
Item	 Part #	 Description	 Qty.
1	 21795	 Shut off Gun	 1
2	 04360	 Lance Tube Assembly	 1
3	 09745	 Side Handle Assembly	 1
4	 04172	 Nozzle Holder	 1
5	 04089	 Shoulder Rest	 1
	 04080	 Washer (Not Shown)	 1

21795 PARTS LIST
Item	 Part #	 Description	 Qty.
1	 04038	 Plug	 1
2	 04307	 Spring Holder	 1
3	 08719	 O-Ring	 1
4	 04310	 Stem Seal	 2
5	 04308	 Spacer Ring	 1
6	 04309	 Spring	 1
7	 04305	 Piston and Seal	 1
8	 08706	 O-ring	 1
9	 03064	 Housing	 1
10	 04304	 Front Plug	 1
11	 04348	 Parallel Pin	 1
12	 04047	 Coupling	 1
13	 04048	 Safety Latch	 1
14	 04049	 Trigger	 1
15	 04351	 Stop Pin	 1
16	 04050	 Parallel Pin	 1
17	 04392	 Casing Kit	 1
18	 04052	 Self Tapping Screw	 7
19	 04053	 Tube	 1
20	 03065	 Inlet Fitting	 1
21	 04080	 Washer	 2
22	 04357	 Tube, 49"	 1
23*	 04084	 Tube Fastener	 1
24	 04172	 Nozzle Holder	 1
25*	 21771	 Plate	 2
26*+	 04085	 Hexagon Nut	 1
27*+	 04086	 Washer	 1
28*+ 	 13062	 Knob	 1
29*+	 04087	 Screw	 1
30*+	 04088	 Plug	 1
31	 21677	 Nozzle Holder	 1
33	 04089	 Shoulder Rest	 1
*	 09745	 Spares Kit
+	 04377	 Knob Kit



Exploded View, Parts List, and Kits - 21795

*WARNING*
HIGH PRESSURE

DO NOT POINT AT INDIVIDUAL
MAY CAUSE SERIOUS INJURY!

MAINTENANCE

Maintenance has to be carried out by Specialized Technicians.

Standard: every 400 working hours (circa 10,000 cycles), check and lubricate the seals with water resistant 
grease.

Special: every 800 working hours (circa 20,000 cycles), check the wear of the seals and internal parts and 
if necessary, replace with original Giant parts, taking care during installation to lubricate with water resistant 
grease.

CAUTION: Re-assemble the gun restoring the original conditions.

The manufacturer is not to be considered responsible for damage as a result from incorrect fitting 
and maintenance.
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 WARNING: This product might contain a chemical known to the
             State of California to cause cancer, and birth defects or other 
             reproductive harm. 
             For more information go to www.P65Warnings.ca.gov


